
4G medical alert controller

a Qua l i t y  aus t ra l i an  made p roduc t  by  ness  corpo ra t i on

Ness MEDI-MATE is an ultra-capable Australian Made 
and Australian Standards compliant 4G medical alert 
controller with Two Way Radio (TWR) spread spectrum 
technology.

MEDI-MATE features easy programming via the front 
panel or remote programming by SMS. 

Self monitoring by SMS messaging and Voice report-
ing. Backlit Help and Cancel keys. 

The powerful Two-Way Voice Call feature allows you 
to open a voice channel and talk back with hands-free 
operation for the user.  

Supports up to 8 Medi-Mate Two Way Radio pendants.

Supplied with plug Pack, internal backup battery and 
a Two Way Radio Pendant with chain and wrist strap.

Includes Ness SIM card.

Ness sIM supplIed
  

Highly competitive Ness Trade 
and Retail sIM plans available

www.activate.ness.com.au
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speCIfICATIoNs

oRdeRING INfoRMATIoN

INClusIoNs

Medi-Mate controller

106-329 Ness Medi-Mate 4G Medical Alert Controller inc sIM
106-380 Additional Medi-Mate pendant transmitter

Ness sIM Card

4G Antenna 9V dC  
plug pack

pendant Transmitter including 
neckchain and wrist strap

dATA CoMMuNICATIoNs 4G / GpRs Module

WIReless peRIpHeRAls Ness Two Way Radio (sl protocol)

WIReless RANGe 100~300m in open air, subject to environmental conditions

sIM Type standard sIM

poWeR RequIReMeNTs 9VdC 300mA plug pack supplied

BACkup BATTeRy 4.8V 1.6Ah Backup Battery fitted

dIMeNsIoNs / WeIGHT 130(W) x 210(H) x 35(d) mm / 590g

CoNfoRMING sTANdARds Iso9001 International quality manufacturing standards

As4607 personal Response systems

As4268.2017 Radio equipment & Antenna systems – short Range devices

As/NZs CIspR32

eN61000-6-1


